
Compact Pipe® Gas, Rehabilitation in Prag, Czech Republic  
 
In recent years, the Prague gas works have been using Wavin Compact Pipe® 
continuously. Most of the old gas pipelines are in the center. Many shops, offices, 
passers-by, tourists and traffic are in this area. Larger excavation works are impossible. 
A trenchless solution is the alternative. The following example shows how a gas supply 
company took advantage of the summer months to solve various problematic points in 
the city center pipe network.  
 

       
Four extraordinary Compact Pipe® installations in the summer 2017 on behalf of Prager Gaswerke 
AG. Compact Pipe® PE 100-RC was used. Details from engineer Branislav Ohrablo, ZEPRIS s.r.o, 
Prague 
 
1. Dvorakovo nabrezi, Prague 1: Rehab of a DN 500 steel pipe, 170 metres in 
length in the Old Town, an area surrounded by various tourist spots and embassies. 
The installation of a 4 bar Compact Pipe® was completed in just six days.  
2. Thakurova St., Prague 6: 800-metre lengths of Compact Pipe were laid in a 
very busy area of the city, between Prague Technical University and the Technical 
Library. The medium-pressure (4 bar) pipe would otherwise have needed to be fully 
replaced using the trenching method. In the end, the project took just ten days to 
complete, with minimal disruption to the everyday running of the University.  
3. Vinohradska St., Prague 2: ZEPRIS s.r.o. used the existing DN-300 steel pipe 
installed under the street’s tram tracks as the basis for installing a 50-metre long 
section of SDR17 Compact Pipe®. This allowed traffic to continue running with only 
minor disruptions due to roadworks. Everything was reconnected and reburied after 
just three days.  
4. Na Slupi St. Prague 2: The Gothic Church stands in the historical heart of 
Prague, the capital of the Czech Republic. A DN-500 medium-pressure pipe conduit 
runs right next to it. Here, the stipulations and requirements for performing excavation 
work are extreme. The structures concerned were erected in around the year 1360. 
ZEPRIS s.r.o. needed around two weeks to clean the existing steel pipe conduit and 
install six sections of Compact Pipe® measuring about 400 metres in length. 
 
Wavin Compact Pipe® is the first Close-fit pipe using PE-100-RC material. PE-100-RC 
material offers further protective properties, a high resistance against cracks and 
concentrated loads in accordance with PAS 1075 / DIN Certco certifications.  
 
Contact:  Wavin GmbH, Compact Pipe® Team, Twist, Germany 

ralf.glanert@wavin.com, Tel. +49 5936 12-231 

                                  


